
Whilst every effort has been made to ensure the accuracy of the information supplied. F.H.Brundle cannot be held responsible for any errors or omissions. 
This product must only be employed for its original intended use. Any other use is wrong and potentially dangerous. Installation must be carried out in full
compliance with current regulations. F.H.Brundle cannot be held liable for any damages resulting from wrongful, erroneous or negligent use..
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BRUNDLE F.H.BRUNDLE
SERVING THE TRADE SINCE 1889

THIS SHEET IS 2440 x 1220mm LW x SW

HoW To MEaSuRE ExpandEd METaL

THIS SHEET IS 1220 x 2440mm LW x SW

LW denotes long way of mesh dimension
SW denotes short way of mesh dimension

2) For FLaTTEnEd MESHES dimensions of the aperture point to
point are shown.

Aperture
dimensions

LW

Aperture
dimensions

SW

Width Thickness

1) For RaISEd MESHES with angled strands, dimensions from
centre to centre of knuckles are shown.

Long way of
mesh pitch

LW

Width Thickness

Nominal short 
way or mesh

SW

HoW To oRdER ExpandEd METaL

a) Reference number of mesh (include any alphabetical suffix)
b) Raw material
c) Quantity of sheets or length of coil
d) Sheet size or coil width (LW dimensions first)
e) Any special finish required

When ordering please state:
THE BIGGEST coMpETITIvELy pRIcEd 

RanGE oF ExpandEd METaL In THE uK. 
avaILaBLE FRoM STocK.

We can supply cut to
size or framed panels to suit 

your exact requirements
in mild steel, stainless
and galvanised finish.


